	No.
	Item
	JPL
	Aerospace
	JSC
	MSFC
	GSFC

	1
	Output Power[W]
	1.5-15
30-60
	15-30
	For Shuttle/ISS：２-３A

Others：< 70W 
	80 – 100 (around 50 W after derating)
	For SDO/GPM

20 (+2.6V)、20 (+3.3V)(SDO)、40 (+3.3V)(GPM)

30 (+5V)、30 (±15)、40 (±1２)
For SET 
( 5

For HST 
６５(Interpoint)、２０～３０(AD)

For GOES 
10 (SMHF by Interpoint)

	2
	Output Voltage

[V]
	3.3-7.0
	1.8、3.3、5、±15
	For Shuttle/ISS：１２０

Others：(15 
	±12 (dual outputs)、±15、+5
	For SDO/GPM
+2.6、+3.3、+5.0、±15、±12
For SET

+3.3、+5、±5、±15

For HST and Analog Converters 
+5、±12、±15

For GOES 
+5、±5、±15

	3
	Input Voltage

[V]
	18-36
	28±6 (MIL spec)
	For Shuttle/ISS：２８

Others：120±6
	120
	28±6 except for GOES-N, O and P (42V)

	4
	Radiation Hardness{rad}
	10K-3M 
	100K
	TID：N/A
SEU：36 MeV

Fluence: 105～106
	LET:> 25

TID: Not a concern
	LET>37：radiation soft

LET>80：radiation tolerant

TID：usually ２０～５０K。sometimes １００K
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